# Aluk <br> Aluminium F82 

## Configurations



Available in a range of styles and designs, panels can be stacked inside or outside of the room, to the left, right or split to stack on both sides. Door sets can be manufactured to replace entire walls to maximise your opening space.


Type 4


Type 7


Type 10


Minimum height 2150 mm Minimum width 1400 mm Minimum sash width 600 mm

Type 3


Type 5


Type 8


Type 12


Maximum height 2500mm
Maximum width 6300 mm
Maximum sash width 1200 mm

All configuration have lever/lever handles on the prime leaf with the exception of types 1, 4, 6 and 13 which are internal handles only.

# 'Choices' Aluminium F82 Bi-fold 

A contemporary, stylish bi-folding door. With thinner sightlines and interlock of 122mm that provide larger glazing panels without compromising on performance.

## The Premium 'Choices' aluminium Bi-fold door is the Luminia F82

## Alulk

## Design Features

$\checkmark$ Frame plus sash sightlines of 97 mm
$\checkmark$ New and improved flush pop out handle
$\checkmark$ Unique traffic doors
$\checkmark$ HD compact roller
$\checkmark 4$ stainless slim steel rollers
$\checkmark$ Magnetic catch for prime/slave leaf
$\checkmark$ All configurations open in and open out
$\checkmark$ Thermally broken aluminium sections
$\checkmark$ U' Value $1.5 \mathrm{Wm}^{2} \mathrm{~K}$ with double glazing
$\checkmark$ Black or White lever/lever prime handles
$\checkmark$ Black or White internal pop-out handles

## Upgrades/Options

$\checkmark$ A range of RAL single or dual colour
$\checkmark$ PAS 24 / Doc Q (Add 6.8mm laminated)
$\checkmark$ Mechanically jointed outer frame
$\checkmark$ 'U' Value 1.1 Wm²K with triple glazing
$\checkmark$ 'Silver paint prime handles


Flush line pop-out handle



## Why not consider the other collections available from mine Craices sum

Windows, Doors, Conservatories \& Orangeries manufactured from state of the art
PVCU and Aluminium for Domestic and Commercial properties.

